Cast Resin Transformer Enquiry Form

Select Modular features and requirements from the following data sheet.

Features can be mixed and matched from the different section options as necessary

General Information, Features and Requirements

1. General Information

Customer Name: Date: Requested
Delivery Date:
Customer Contact Person: Climatic Zone: Quantity:
2. Electrical Specification
Power kVA: K-Factor:
Primary Voltage: Vector Group:
Secondary Voltage: Impedance 2%:
Winding Material: Cooling Type:
Aluminium: Natural Forced

Copper:

3. Connection Type:
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Primary: Busbar
Cable (Front and Top Access)
Cable (Bottom Access)

Secondary: Busbar
Cable (Front and Top Access)
Cable (Bottom Access)

4. Accessories:

IP31 Enclosure:

Fans:

Fan Control:

Electrical Screen:

Additional Information:

5. Extended Specifications:

Assumptions noted below.

If the form does not cover your requirements,

please specify the additional information below.

Frequency: 50Hz

Standards: IEC 60076, EU 54802014
THD max 5% (IEC)

Insulation Class F (155°C) Dry

Paint colour RAL6001 (Dry)

Routine tests Included

Plastic Cover transportation protection
TEC154 Relay

Anti-Vibration Pads

A
N

+353 1 841 4832
energy@hanleyenergy.com

NLEY
ERCY

ED RGY P hanleyenergy.com

Qu

B

Co. Meath, Ireland, K32 RX53

nit 7 & 8, Block 4, City North

usiness Park, Stamullen, /hanley-energy-ltd

0aa0

/HanleyEnergy

@HanleyEnergy \E

¥
3, YE

(Y4

0%





	Business Partner Name: 
	Date28_af_date: 
	Date: 
	Business Partner Contact Person: 
	Quantity: 
	Power kVA: 
	KFactor: 
	Primary Voltage: 
	Vector Group: 
	Secondary Voltage: 
	Impedance 	Z: 
	Check Box13: 
	Check Box14: 
	Check Box1: 
	Check Box2: 
	Check Box3: 
	Check Box4: 
	Check Box5: 
	Check Box6: 
	Check Box7: 
	Check Box8: 
	Climatic Zone: 
	Check Box9: 
	Check Box11: 
	Check Box10: 
	Check Box12: 
	Additional Information: 
	If 	the 	form 	does 	not 	cover 	your 	requirements please specify the additional information	 belowFrequency 50Hz Standards IEC 	60076	 EU 54802014 THD max 5 IEC Insulation 	Class 	F 155C Dry Paint colour RAL6001	 Dry Routine tests Included Plastic Cover transportation protection TEC154	 Relay AntiVibration Pads: 


